P
S W
et PROPERTY SURVEY FOR
V\Q\‘ﬁ 4\0@0
N
° S 89°36°35” E S 89°36°35” E Q\‘\Ov?:{*o\)?*
L& 655.14° 655.14° * %
QPN P
S
Al - =
AN N AND
\@W\OO 8ls  SEI/4 3| o5
PN SIS sEl/4 8|8 SN
T Z § CHESTER & LORI SUMNER
S 8947°05" E S 894705" E
W '8 X | 656.66' SaveF
Vs & o
0
SEE £ W PARCEL B & z Ed e
Se? & fa ) | SR SECTIONS 20 & 29, TOWNSHIP 1 NORTH, RANGE T WEST
O S & N & oo sls RN
00\*2@20& \@oo@ S CONSTRUCTED I8 ser/4 S| SET /4 |2 Qﬁ&xﬁ@/ Cj\\o“
WAY S Q o
G o 6 A s I sE N UINTAH SPECIAL BASE AND MERIDIAN
? » \) ’ » b ”» )
SEC 19§ SEC 20 s 89'56'30” € L NEmwW .. SEEEE L SEWATE ) _sswee | SEOFEE_ S0 21
+ e o . e E e *——— %&
SEC 30 3SEC 29 o102 1316.02° 658.17° 658.17° 658.17° 658.17° SEC 29TSEC 28
Z = =z
ol NW1,/4 S PARCEL A ol CONSTRUCTED
S|s  NMWI/4 0 SIS NE1/4 gls ROADWAY
Qs NET/4 3ls wwi/4 ()R
< < NE1/4 < =
9.94 ACRES o
S 89°5324" £ S 89°5324” E N~
657.88’ ¢ 657.88’ i NE7/4 S g
: ' NE1,/4 e
0|8 SW1/4  olg SEL/4 ol 55
S|S Nwi/4 SIS NWI/4 §S &
& N NE1/4 Jlg NET /4 SN @‘3’3&\;&*& NORTH
2 S S S e © )
=) 0\3(,\ N
'S’, Q ,\‘?\ QOQ\\ ’\\
2|s R — , o , + "
o|x @?‘Q},’\ D 6\0 S 89°49°14" E 1315.19 S 89°49°14" E  1315.19 " ,
K \ Q%k€$0% {\@ SCALE:1"=400
W (l,b(g Q
6\%;@1/2@{(& o} 400’ 800’ 1200°
« Q
Lo 28 AP T —
X é\e\@ N\
%(\/\ N W " E3
e 3
NE SW1,/4 JE SE1/4 Bl
NE NE1/4 3|2 NET/4 3|g PARCEL A
- Q2 o™
= < S|~ THE NE1/4 OF THE NW1/4 OF THE NE1/4 OF SECTION 29, TOWNSHIP 1 NORTH,
=< =z 1) RANGE 1 WEST OF THE UINTAH SPECIAL BASE AND MERIDIAN
%iﬁ% oF #o®
AR 0 & @ N
O\BV\QL\Q’ \ﬁbc’ \)\@Q’Q\ QS’ v THE SW1/4 OF THE SE1/4 OF THE SE1/4 OF SECTION 20, TOWNSHIP 1 NORTH,
oF Qo\\'\ ro@’\ \)V\%\q,@ RANGE 1 WEST OF THE UINTAH SPECIAL BASE AND MERIDIAN.
0
% N 89°15°03" E o S 89°16°08” E . 1317.13’ 1317213 QQ&
1325.76° 1298.59° S 89°50°20” £ 2634.27° %
LEGEND AND NOTES
@ 5/8"X24" REBAR WITH CAP STAMPED 148951 SET BY THIS SURVEY
THIS SURVEY WAS PERFORMED USING G.P.S. (GLOBAL POSITIONING SYSTEM) PROCEDURES
AND EQUIPMENT. THE BASIS OF BEARINGS WAS BASED ON WGS—84 DATUM.
NARRATIVE
This survey was performed at the request of the Dye and Sumner families for the purpose of
marking on the ground the aliquot parts of Sections 20 and 29 as shown on the plat. These
W W Sections were originally surveyed using the “3—mile” method during which the quarter—quarter
3 2 . corners were set. A search was made for these corners and the results are noted as indicated.
f% R S These corners were used to control the survey and the parcels were then surveyed as platted.
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SURVEYOR'S CERTIFICATE
This is to certify that | have surveyed the parcels of land shown on this plat and
N & \\{g’ that the monuments indicated were found or set during said survey, and that this plat
‘;ﬁ\\{g/ Og\oog '\62\ accurately represents said survey to the best of my knowledge.
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